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TEMPORARY TRAFFIC CONTROL TYPICAL APPLICATION

IMPORTANT ¢

THIS DRAWING SHALL BE USED IN
COMBINATION WITH THE GENERAL
NOTES AT THE BEGINNING OF
STANDARDS MD 104.00.

NOTES:

IF THE LEAD WORK VEHICLE IS
TRAVELING AT THE POSTED
SPEED LIMIT DR WITHIN 15 MPH
THEN NO BACK UP

ICLE IS NECESSARY.

KEY:

IN URBAN AREAS THE DISTANCE
MAINTAINED BETWEEN VEHICLES
MAY BE DECREASED AS NEEDED.

IF ONLY ONE ARROW PANEL IS
AVAILABLE IT SHALL OPERATE
IN ARROW MODE EXCEPT A

WORK VEHICLE ON THE SHOULDER
NEED ONLY DISPLAY THE ARROW
PANEL IN THE “CAUTION" MODE.

TMA MAY BE USED ON WORK
VEHICLE. IF PROTECTION VEHICLE
IS NOT AVAILABLE.
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FOR INTERMITTENT STOPS:

USE THIS SIGN IN ADVANCE OF
CURVES WHEN NO PROTECTION
VEHICLE IS AVAILABLE. THE
WORK VEHICLE SHOULD NEVER
BE LOCATED MORE THAN 1500°
AWAY FROM THIS SIGN.
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